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Our Know-how after more than 50 years in this Market allows us to design 
and develop close to our Clients customized solutions of electrical insulation 
wedge groove and closure systems and interphase materials. Thanks to this 

Marine and Domestic use sectors.
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High Level Electrical Insulation
Wide range thickness
High Thermal dissipation

Easy air drying

coil heads. In addition to our electroenamels products are recommended for 

the Motor.

OEM’s Motor the following properties:

1. Electroenamels
2. Impregnation Varnishes
3. Interphase
4. Groove and closure materials
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Electric Motor
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Product Chemical Nature Thermal Class Drying Method

ENCAPSULATION AND FILLING ROYAPOX 5050CD EPOXY B (130/155ºC)

ROYAPOX 959 (UL) EPOXY B (130ºC)

IMPREGNATION ROYAPOX 511 EPOXY (155ºC)

ROYAPOX 512 EPOXY (155ºC) OVEN

ROYAPOX 915 EPOXY SOLVENTLESS H (180ºC) OVEN

DIAPOL 790SL (UL) POLYESTER SOLVENTLESS H (180ºC) OVEN

DIAPOL 788/200 POLYESTERIMIDE N (200ºC) OVEN

DIASIL 1005 SILICONE H (180ºC)

Product Chemical Nature Thermal Class Drying Method Base

IMPREGNATION ROYALAC 30 ALKYDIC B (130ºC) SOLVENT

ROYALAC 125 POLIISOCIATO (155ºC) SOLVENT

ROYALAC 129 URETHANIC (155ºC) SOLVENT

ROYALAC 158/4 UREA / FORMALDEHYDE (155ºC) OVEN SOLVENT

ROYALAC 521 ALKYDIC/EPOXY (155ºC) OVEN SOLVENT

ROYALAC 525MA ALKYDIC/EPOXY H (180ºC) OVEN SOLVENT

E-524TS (UL) ALKYDIC/EPOXY H (180ºC) OVEN SOLVENT

WE203 (UL) ALKYDIC H (180ºC) OVEN W

ROYALAC 210SR SILICONE H (180ºC) /OVEN SOLVENT

FINISH AND PROTECTION ANTIFLASH G-142 (UL) ALKYDIC/EPOXY (155ºC) OVEN SOLVENT

ANTIFLASH G-144 (UL) ALKYDIC (155ºC) SOLVENT

ANTIFLASH 505 (UL) EPOXY H (180ºC) /OVEN SOLVENT

ANTIFLASH 214SR (UL) ALKYDIC/SILICONE H (180ºC) /OVEN SOLVENT

Product Material Thermal Class Thickness

NOT IMPREGNATED POLYESTER FILM POLYESTER B (130ºC) rom 0 023 to 0

TERCOTT K KRAFT B (130ºC) rom 0 03 to 0

TERCOTT CF PRESSPAN B (130ºC) rom 0 15 to 0 40 mm

TERCOTT MTS (UL) DMD B (130/155ºC) rom 0 08 to 0 45 mm

THERNOPHASE (UL) DMD INTERPHASE (155ºC) rom 0 to 0 40 mm

TUFQUIN TFT (UL) TUFQUIN BASED H (180ºC) rom 0 13 to 0

THERNOMID AFA (UL) ARAMIDE BASED H (180ºC) rom 0 14 to 0 47 mm

TUFQUIN TPiT (UL) TUFQUIN BASED N (200ºC) rom 0 12 to 0

THERNOMID APiA (UL) ARAMIDE BASED N (200ºC) rom 0 14 to 0 47 mm

THERNOMID KRG POLYIMIDE GLASS S (240ºC) rom 0 12 to 0 24 mm

IMPREGNATION TRIPLEX F 20.08 (UL) DMD IMPREGNATED (155ºC) rom 0 15 to 0 45 mm

THERNOMID 10.04VF DM IMPREGNATED (155ºC) rom 0 15 to 0
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Tradition

Customization

Human Team

Qualitypartner to create 
great projects together.

Our values:

We understand electrical insulation like a system integrated of 

any sector and Client.

Our Team is made up of more than 50 people who transmit naturally 
the values of the company.

The quality in our company and our products is a must and we work 
under ISO 9001:2015


